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Accessing its current condition 
On arrival Full Inspection of the overall condition  

 

This is when we inspect the cars current condition, so we can decide the best plan of 

treatment going forward.  Wheel Arch Liners and underbody guards removed.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

άhƴŎŜ ŀǊŎƘ [ƛƴŜǊǎ ŀƴŘ ǳƴŘŜǊōƻŘȅ ƎǳŀǊŘǎ ǊŜƳƻǾŜŘ ǘƘƛǎ 

ŜȄǇƻǎŜŘ ƘŜŀǾȅ ŘŜǇƻǎƛǘǎ ƻŦ Ǌǳǎǘέ 



 

 

3 

 

²ƛǘƘ {ǳōŀǊǳΩǎ ф ǘƛƳŜǎ ƻǳǘ ƻŦ мл ǘƘŜ Ƴƻǎǘ ŎƻƳƳƻƴ ǇƭŀŎŜ ŦƻǊ ǘƘŜƳ 

to rust is the back end of vehicle and running components, Below 

are some more Images: 
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The next stage is for us to fully descale the underside and arches, this removes heavy 

deposits of rust leaving a smooth surface.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                                                                      Old Factory Underseal also                                                                                                                     

r                                                                                                        removed during the                                                                                                                               

                                                                                               descaling process. 

                                                                                      If not removed it can hide  

                                                                                               pockets of rust. 

 

 

 

 

 


